Fluke 123 en 190-serie ScopeMeters® 
Vv] Bandbreedte 20 MHz tot 200 MHz 


M Real-time sampling tot 2,5 GS/s 
vl Batterijlevensduur tot 5 bedrijfsuren 


Vl Mogelijkheid tot Connect-and-View™ triggering 


Oscilloscopen voor veldtoepassingen 


ScopeMeter 123: 

drie in één 

De compacte en robuuste 
ScopeMeter 123 is gemaakt voor 


professionele troubleshooting- 
en installatietoepassingen. Een 
geintegreerde tester pur sang, 
met oscilloscoop, multimeter en 
‘papierloze' recorder in één 


=) =) 7123 INDUSTRIAL SCOPEMETER 


betaalbaar, gebruiksvriendelijk 
instrument, dat snel problemen 
bij machines, instramenten en 
besturings- en voedingssyste- 
men opspoort. 


M Een digitale tweekanaals 
20 MHz-oscilloscoop 
Twee digitale true RMS 
5000-count multimeters 


Een tweekanaals Trend- 


Plot™ recorder 

Fenvoudige, hands-free 
Connect-and-View™ 
triggering 

Afgeschermde meetsnoeren 
voor oscilloscoop-, weer- 
stands- en doorbelmetingen 
Batterijlevensduur tot 

5 bedrijfsuren 
Veiligheidsnorm 600 V CAT III 
Optisch geisoleerde RS-232 
interface 

Robuuste en compacte behui- 
zing 
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Innovatieve 
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Systemen zijn zo complex 
geworden dat een meter 
onvoldoende informatie levert 
voor het vaststellen van de 
oorzaak van een storing. Voor 
machines verraderlijke afwij- 
kingen in het signaal, onder- 
brekingen en glitches zijn het 
best aantoonbaar met een 
oscilloscoop. De Fluke 123 
voorziet in de huidige behoef- 
te golfvormen te kunnen 
meten én zien. De unieke 
Connect-and-View™ trigge- 
ring toont automatisch stabie- 
le golfvormen van vrijwel 
ieder signaal. Zo eenvoudig 
als tot drie tellen! 


Drie-in-één tester 

De Fluke 123 ScopeMeter bevat 
een digitale tweekanaals geheu- 
genoscilloscoop, twee digitale 
true RMS multimeters en een 
tweekanaals TrendPlot™ 


Gelijktijdige weergave van golfvormen 
en meetwaarden 


recorder in één compact, batte- 
rijgevoed instrument. Laat al uw 
andere testapparatuur maar 
thuis, want meer dan de 123 
hebt u niet nodig. 


Fluke 123 ScopeMeter 


Even eenvoudig als tot drie tellen 


Zeker van beter werk 

Bij het werken onder tijdsdruk 
en op benauwde of moeilijk 
bereikbare locaties wilt u zich 
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Open het meetmenu en kies uit 26 
oscilloscoop- en metertesten 


op het werk concentreren en 
niet op de tester in uw hand. 
Daarom heeft de Fluke 123 
ScopeMeter een automatische 
Connect-and-View triggering. 
U hebt geen bemoeienis met de 
triggering en de instellingen en 
alle informatie staat op het 
scherm om goed werk te kun- 
nen leveren. 


Eén meetsnoer voor alle 
metingen 

Of u nu hoogfrequent-golfvor- 
men, capaciteit of weerstand 
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Controleer de startcondensator van een 
motor met de Fluke 123 ScopeMeter 


meet of de doorbelfunctie 
gebruikt, het afgeschermde 
meetsnoer kan alles aan. Geen 
tijdverlies door het zoeken of 
verwisselen van meetsnoeren. 


Mobiel met batterijen 

Vijf uur batterijvoeding betekent 
voor u vijf uur snoerloos en 
mobiel werken. Het handzame 
formaat (slechts 1,2 kg) is 
gemakkelijk te dragen en past 
prettig in uw hand. De robuuste 
en spatdichte behuizing garan- 
deert een lang en betrouwbaar 
gebruik onder de zwaarste 
omstandigheden. 


Gegarandeerde veiligheid 

De Fluke 123 ScopeMeter en de 
meegeleverde afgeschermde 
meetsnoeren voldoen aan de 
veiligheidsnorm 600 V CAT II 
voor metingen aan industriéle 
voedingssystemen. De 123 kan 
via de optisch geisoleerde RS- 
232 interface veilig op een prin- 
ter worden aangesloten of op 
een PC voor latere analyses en 
documentatie met de FlukeView 
software. 


Connect-and-View™ trigge- 
ring voor directe en stabiele 
weergave 
Oscilloscoopgebruikers weten 
hoe moeilijk triggeren kan zijn. 
Vaak is onstabiele en soms zelfs 
foutieve weergave het resultaat. 
De unieke Connect-and-View 


Met Connect-and-View vangt u ook de meest 
gecompliceerde motoraandrijfsignalen in. 


van Fluke herkent signaalpa- 
tronen en stelt automatisch de 
triggering in voor stabiele, 
betrouwbare en reproduceer- 
bare weergave van vrijwel ieder 
signaal - tot en met motor- en 
andere regelsignalen - zonder 
enige bediening. Veranderingen 
van het signaal worden onmid- 
dellijk herkend en instellingen 
aangepast, dus extra snelheid 
en gemak bij het testen van 
meerdere meetpunten ten 
opzichte van gewone AutoSet/ 
AutoRanging oscilloscopen. 


Snel opsporen van intermitterende storingen met TrendPlot™ 

De moeilijkst te vinden fouten zijn degene die slechts af en toe optre- 
den: intermitterende fouten. Bijvoorbeeld door slechte aansluitingen, 
stof, vuil, corrosie of gebroken bedrading of connectoren. 
Netspanningsonderbrekingen of -dalingen, of een startende of stop- 
pende motor kunnen een machine ook laten stoppen. Als u niet in de 
buurt bent — de ScopeMeter van Fluke ziet het. Als 'papierloze' recor- 
der registreert hij minimale, maximale en gemiddelde waarden — des- 


FlukeView* Software voor documentatie, 
archivering en analyse 


De te bier Bee See 
2) sila u! 


FlukeView® voor Windows® haalt meer uit uw 

ScopeMeter bij het 

* documenteren: exporteert golfvormen, schermen 
en meetresultaten van de ScopeMeter naar uw 
PC; Print of importeert de resultaten in uw rappot 

* archiveren: legt een bibliotheek aan van golfvor- 
men met uw commentaar als referentie en ter 
vergelijking 

* analyseren: met cursorgebruik, spectrumanalyse 
en data-uitvoer naar andere analyseprogramma's 


De ScopeMeters worden 
via een optisch geiso- 
leerde RS-232 interface- 
kabel op uw PC aange- 
sloten. Software en kabe 
worden apart dan wel 
als onderdeel van een 
speciale kit geleverd. 
Deze kit bevat ook een 
. harde draagkoffer voor 
4. het veilig en handig 
opbergen van het instru- 
ment en de accessoires. 


gewenst 16 dagen lang. Dankzij de twee kanalen kan iedere combina- “Ssiaiv a 
tie van spanning, stroom, weerstand, temperatuur, frequentie en fase - L vin [move Th as ita | 
met tijd- en datumaanduiding - u snel op het goede spoor brengen. Cursors en zoom van de 190-serie 


helpen u bij de analyse van de ing 
vangen TrendPlot 


Fluke 190-serie ScopeMeters 
Al deze mogelijkheden voor u 


Kies zelf uw bandbreedte 

De 190-serie biedt 200 MHz 
bandbreedte voor het invangen 
van hoogfrequentsignalen, die 


De specificaties van de vaak typisch zijn voor moderne 
ScopeMeters van de 190-serie elektronica. Voor eenvoudiger 
vindt u alleen bij dure tafel- toepassingen zijn er ook 


oscilloscopen. Zo bieden ze 100 MHz- en 60 MHz-versies. 
200 MHz 2,5 GHz real-time Deze versies hebben dezelfde 
sampling en geavanceerde uitgebreide functionaliteit zonder 
geheugen- en triggerfuncties. dat u voor bandbreedte die u 

Zij zijn robuust, compact en niet nodig hebt, hoeft te betalen. 
hebben batterijvoeding. 


Kijk naar wat er werkelijk 
gebeurt 

Met een samplesnelheid tot 
2,5 GS/s per kanaal kunt u met 
een resolutie van 400 ps zien 
wat er echt gebeurt. Beide 
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Hoge samplesnelheden leveren de vereiste 
resolutie voor gedetailleerde analyse 


kanalen hebben hun eigen digi- 
tizer, zodat u twee golfvormen 
tegelijkertijd kunt binnenhalen 
en ieder detail met de hoogste 
resolutie kunt analyseren. Als er 
ongewone dingen voorbijflitsen, 
kunt u deze herhalen door de 
Replay-toets in te drukken. 


Diep geheugen voor 
ScopeRecord™ met hoge 
resolutie 

Het geheugen bevat 27.500 
meetpunten per kanaal voor het 
registreren van voorvallen tot 30 
uur met een hoge resolutie en 
vangt evengoed intermitterende 
effecten van slechts 50 ns in. 
Deze continue functie slaat ook 
voorvallen op als bewegingspro- 
fielen en het aanloopgedrag van 
UPS, netvoeding en motoren. 
Met de 200x zoom ziet u de 
kleinste details, zoals afzonder- 
lijke voedingscycli. Twee van 
zulke 27.500-punts recordings 
kunnen voor latere analyse wor- 
den opgeslagen. 


Geavanceerde triggerfuncties 
Met het grote repertoire aan 
automatische en manuele trig- 
gerfuncties kunt u vrijwel ieder 
signaal dat u tegenkomt, invan- 
gen. De Connect-and-View trig- 
gerfunctie is ideaal voor het snel 
en eenvoudig testen van meer- 
dere meetpunten. Handmatig 


Door te triggeren op pulsbreedte vindt u 
anomalieén zoals ontbrekende pulsen 


zijn 0.a. delay-, video- en puls- 
breedtetriggering mogelijk. 
Tijdrelaties tussen twee signalen 
in synchronisatie met een derde 
signaal kunnen worden geob- 
serveerd dankzij een externe, 
geisoleerde triggeringang. 


Analytisch vermogen 

Voor het analyseren van golf- 
vormen, ScopeRecords en 
TrendPlot- recordings beschikt 
de 190-serie over 24 automati- 


Gebruik ScopeRecord met 27.500 meetpunten 
en zoom in op details 


sche meetfuncties, cursors, zoom 
en een real-time klok. De analy- 
se kan direct of achteraf plaats- 
vinden. Voor analyseren, afdruk- 
ken of downloaden naar een PC 
kunnen 2 recordings en 10 
schermen worden opgeslagen. 


Van mV tot kV 

De 190-serie heeft drie onaf- 
hankelijk zwevende, geisoleerde 
ingangen en voldoet aan de vei- 
ligheidsnorm voor metingen in 
1000 V CAT II en 600 V CAT III 
omgevingen. 

De standaardprobes zijn bruik- 
baar voor mV- tot kV-toepas- 
singen, zodat de 190-serie ge- 
schikt is voor toepassingen die 
variéren van micro-elektronica 
tot sterkstroom. 


Een veelzijdige tester 

Net zoals de 123 ScopeMeter is 
de 190-serie ScopeMeter een 
drie-in-één instrument met een 
oscilloscoop, multimeter en 
papierloze recorder. De NiMH- 
batterij is in vier uur opgeladen 
en u kunt er vier uur lang onon- 
derbroken mee meten. 
Bovendien zorgen stroombespa- 
rende voorzieningen ervoor dat 
u normaliter de gehele dag met 
dezelfde batterij vooruit kunt. 


FLUKE. 


Automatisch invangen van 100 schermen 


Oscilloscoopgebruikers weten hoe frustrerend 
het is een voorval voorbij te zien flitsen en dan 
kwijt te zijn. Niet met de 190-serie! Nu kunt u 
terugkijken in de tijd door de Replay-toets in te 
drukken. Bij normaal gebruik slaat het instru- 
ment voortdurend de laatste 100 schermen op. 
Bij het opslaan van een nieuw scherm wordt 
steeds het oudste verwijderd. Op ieder moment 
kunt u de laatste 100 schermen 'invriezen' en 
beeld voor beeld laten langskomen of als 
animatie ‘afspelen'. U kunt de cursors gebruiken 
voor verdere analyse en de geavanceerde 
triggermogelijkheden voor het invangen van 
100 voorvallen. Twee sets van 100 ingevangen 
schermen met tijdaanduiding kunnen opgesla- 
gen of gedownload worden. 
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Fluke 190-serie ScopeMeters: 
snelheid, kracht en analyserend 
vermogen 

Voor moeilijke toepassingen 
bieden de krachtige oscilloscopen 
van de 190-serie specificaties die 
worden aangetroffen bij hoogkwa- 
litatieve tafelinstrumenten. Met 
hun bandbreedte tot 200 MHz, 
real-time sampling van 2,5 GS/s 
en een geheugen voor 27.500 
meetpunten per kanaal zijn ze 
ideaal voor technici die zoeken 
naar een hoogwaardige oscillo- 
scoop in een handheld instrument 
met batterijvoeding. 
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Tweemaal 60, 100 of 200 MHz 
bandbreedte 

Real-time sampling tot 2,5 GS/s 
per kanaal 

Automatische Connect-and- 
View™ triggering, en volwaar- 
dige manuele en externe 
triggering 

ScopeRecord-functie met 
27.500 meetpunten per kanaal 
Automatisch invangen van 

100 schermen 

24 automatische golfvorm- 
metingen 

Cursors, zoomfunctie en 
real-time klok 

Oplaadbare 4 uur bruikbare 
NiMH-batterijen 
Veiligheidsnormen 1000 V 
CAT Il en 600 V CAT II 
Geisoleerde, tot 1000 V onaf- 
hankelijk zwevende ingangen 
Met een true RMS 5000-counts 
multimeter en een papierloze 
TrendPlot™ recorder 
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Selectietabel es 


Fluke 192 Fluke 123 Bezoek de homepage van Fluke 
Bandbreedte | 60 MHz 20 MHz voor een demonstratie 

Max. real-time samplesnelheid 2,5 GS/s 500 MS/s 25 MS/s Om zelf over een demonstratie van de 
Ingangen en digitizers 2 plus exteme / DMM ingangen 2 Fluke ScopeMeters te beschikken, 
Onafhankelijk zwevend Tot 1000 V tussen ingangen, = kunt u naar de Fluke website surfen. 


geisoleerde ingangen en aarde U kunt dan een volledig functioneel 
eu nee a wpe eee 
Tijdbasisbereik 5 ns - 2 min/div 10 ns - 2 min/div oie aes instrument downloaden dat op de 


Ingangsgevoeligheid I 5 mV-100 V/div 5 mV-500 V/div 3 : 
Triggersoorten | Connect-and-View™, ‘free run’, single shot, Connect-and-View™, werkelijke productsoftwar 3 = 

flank, delay, video, ‘free run', single shot, gebaseerd. Leer het echte instrument 
instelbare pulsbreedie en exteme flank, video kennen met ayn opmerkelijke gebrui- 
Glitch capture 50 ns (5 us/div - 1 min/div) 40 ns kersinterface, voer er metingen mee 
Cursors en zoom Ja - uit en ervaar hoeveel analytisch 
Osilloscoopmetingen 7 met cursors + 24 automatisch 26 automatisch vermogen u daarmee in handen hebt. 
Maximale recordinglengte 27.500 punten per kanaal in ScopeRecord-stand | 512 min/max-punten U kunt ook door de handleiding van 


1.000 punten per kanaal in oscilloscoopstand per kanaal het product bladeren en de technische 
Invangen laatste 100 schemmen. Automatisch met Replay-functie = specificaties nalopen De Fluke website 


Is TrendPlot J t i : 5 
eee ee oe as ae 2 zit boordevol informatie over het 
Geheugen voor schermen/ 10 schermen en instellingen 2 schermen, 
gehele productenpakket. Kortom: 


instellingen 10 instellingen 
Geheugen voor recordings Twee: ieder voor 100 oscilloscoopschermen, = een bezoek waard! 
een ScopeRecord, of een TrendPlot 
True RMS Multimeter 5000 Count, Volt, Amp, Ohm, Continuity, Diode, Temp http://www.fluke.com/scopemeter 
Netvoeding Inclusief adapter/batterij-oplader 

Battervoeding 4 wur NiMH 5 uur NiCad 
Aimeting 256 x 169 x 64 mm 232 x 115 x 50 mm 
Gewicht 1,95 kg 1,2 kg 
Veiligheidsorm (EN61010-1} 1000 V CAT 11/600 V CAT If 600 V CAT II 
PC- en printerinterface Met optionele optisch geisoleerde adapter/kabel 
Garantietermijn 3 jaar 


Gedetailleerde technische specificaties in de technische datasheet of op the Fluke website 


Bestelinformatie 
PLK-123 Fluke 123 Industrial ScopeMeter 
FLK-123/S Fluke 123 Industrial ScopeMeter met SCC120 kit sates 
FLK-192 Fluke 192 ScopeMeter (60 MHz} 
FLK-192/S Fluke 192 ScopeMeter {60 MHz) met SCC190 kit 
FLK-196 Fluke 196 ScopeMeter {100 MHz} 
FLK-196/S Fluke 196 ScopeMeter {100 MHz) met SCC190 kit 
FLK-199 Fluke 199 ScopeMeter (200 MHz} Fluke Nederland B.V. 
FLK-199/S Fluke 199 ScopeMeter (200 MHz) met SCC190 kit Postbus 1337 
SCC120 Software - Meetsnoer - Koffer kit voor Fluke 123 5602 BH Eindhoven 
§cc190 Software - Meetsnoer - Koffer kit voor Fluke 190-serie Tel. (040) 267 81 00 


Fax (040) 267 81 11 


« Fluke ScopeMeters worden standaard met alle benodigde accessoires geleverd, zoals een netadapter en Internet: www.fluke.nl 


(geinstalleerde} batterijen. De 123 bevat de afgeschermde meetsnoeren, de 190-serie bevat probes, 
probe-accessoires en meetsnoeren voor de multimeter. 

* De SCC kit bevat: een harde draagkoffer, een optisch geisoleerde RS-232 interface kabel en FlukeView" 
voor Windows® software. 

- Bestelinformatie voor optionele accessoires is te vinden in de technische datasheet of op de Fluke website. 


N.V. Fluke Belgium 
Langeveldpark, unit 5 & 7 
P. Basteleusstraat 2-4-6 
1600 St. Pieters-Leeuw 
Tel. 02/331 27 77 

Fax 02/331 14 89 
Internet: www.fluke.be 


© Copyright 1999, Fluke Corporation 
Alle rechten voorbehouden. 
Wijzigingen voorbehouden. 
ScopeMeter en FlukeView zijn gedeponeerde handelsmerken 
van Fluke Corporation. 

Windows is een gedeponeerd handelsmerk van Microsoft 
Corporation. 
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ScopeMeeter® 190 Series 


ScopeMeter® 123 Technical Data 
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ScopeMeter 190 Series: Speed, 
performance and analysis power 

For demanding applications, the ScopeMeter 190 
Series high-performance oscilloscopes offer 
specifications usually found on top-end bench 
instruments. With up to 200 MHz bandwidth, 

2.5 GS/s real-time sampling and a deep memory of 
27,500 points per input they're ideal for engineers 
who need the full capabilities of a high-performance 
scope in a handheld, battery powered instrument. 


Dual input - 60, 100 or 200 MHz bandwidth 
Up to 2.5 GS/s real-time sampling per input 
Connect-and-View™ automatic triggering, a full 
range of manual trigger modes plus external 
triggering 

21,500 points per input record length using 
ScopeRecord™ mode 

Automatic capture and replay of 100 screens 
24 automatic waveform measurements 

Cursors, zoom and real-time clock 

Four hours rechargeable NiMH battery pack 
1,000V CAT II and 600V CAT III safety certified 
Up to 1,000V independently floating isolated 
inputs 

Includes a 5,000 counts true-rms multimeter and 
a TrendPlot™ paperless recorder 
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ScopeMeter 123: 

Three-in-one simplicity 

The compact ScopeMeter 123 is the rugged solution 
for industrial troubleshooting and installation 
applications. It’s a truly integrated test tool, with 
oscilloscope, multimeter and “paperless” recorder in 
one affordable, easy-to-use instrument. Find fast 
answers to problems in machinery, instrumentation, 
control and power systems. 


MA dual input 20 MHz digital oscilloscope 

({ Two 5,000 counts true-ms digital multimeters 

{A dual input TrendPlot™ recorder 
Connect-and-View™ trigger simplicity for 
hands-off operation 

(™ Shielded test leads for oscilloscope, resistance 

and continuity measurements 

[Up to five hours battery operation 

 60OV CAT III safety certified 

™ Optically isolated RS-232 interface 

Rugged compact case 


Technical Specifications 190 Series © 


OSCILLOSCOPE MODE 


VERTICAL DEFLECTION 
Fluke 199 Fluke 196 Fluke 192 
Bandwidth 200 MHz 100 MHz 60 MHz 
Rise time 1.7 ns 3.5 ns 5.8 ns 
Bandwidth limiter User selectable 10 kHz or 20 MHz 
Number of inputs 2 plus external trigger. All isolated 
from each other and ground. 
Input coupling AC, DC with ground level indicator 
Input sensitivity 5 mV/div to 100 V/div 
Input voltage See general specifications for 
maximum rating 
Vertical resolution 8 bit 
Accuracy +(1.5% of reading + 0.04 x range/div) 
Input impedance 1 MQ + 1% // 15 pF + 2 pF 
HORIZONTAL 
Fluke 199 Fluke 196 Fluke 192 
Maximum real-time| 2.5 GS/s 1 GS/s 500 MS/s 
sample rate 
| Number of digitizers 2 2 2 
Time base range 5 ns/div 10 ns/div 
to 5 s/div to 5 s/div 
Maximum record length 1,000 points per input 
27,500 points per input in 
ScopeRecord™-roll mode 
(10 ms/div ... 2 min/div) 
Accuracy = (0.01% of reading + 1 pixel) 
Glitch capture 50 nsec (5 psec/div to 1 min/div) 
Faster timebases have higher 
sample rates than 20 MS/s. 
DISPLAY AND ACQUISITION 
Display modes Input A, input B, dual, average, 
persistence, invert, replay 
Acquisition modes Normal, auto, single shot, 
ScopeRecord™, roll, glitch capture 
TRIGGER AND DELAY 
Source Input A, input B, external trigger 
input. All input references isolated 
from each other and ground. 
Modes Automatic Connect-and-View™, free 


Connect-and-View™ 


Video triggering 


Pulse width triggering 


Time delay 


run, single shot, edge, delay, video, 
video line, selectable pulse width 
Advanced automatic triggering that 
recognizes signal patterns, auto- 
matically sets up and continuously 
adjusts triggering, time base and 
amplitude. Automatically displays 
stable waveforms of complex and 
dynamic signals like motor drive and 
control signals. 

NTSC, PAL, PAL+, SECAM. Includes 
field 1 and 2 and line select. 

Pulse width qualified by time. 
Allows for triggering <t >t=t 4t, 
where t is selectable in minimal 
steps of 0.01 div or 50 nsec 

9 divisions pre-trigger view to 1,000 
divisions trigger delay. 


AUTOMATIC CAPTURE OF The instrument ALWAYS memorizes 


100 SCREENS 


Replay 


last 100 screens (no user interaction 
or setup required). When an 
anomaly occurs on screen, there’s 
10 seconds to press HOLD and 
review it. If one sets up the 
instrument for triggering on glitches 
or intermittent anomalies the unit 
operates in “baby-sit” mode and will 
capture 100 events. 

Manual or continuous replay. 
Displays the captured 100 screens 
as a “live” animation. The contents 


can also be viewed by manually 
scrolling backwards and forwards 
“screen by screen”. 


Replay storage Up to 2 sets of 100 screens can be 
saved for later recall and analysis. 

AUTOMATIC VDC, VAC rms, VAC+DC, Vpeak 

SCOPE MEASUREMENTS max, Vpeak min, Vpeak to peak, 
frequency (Hz), positive pulse width, 
negative pulse width, positive duty 
cycle, negative duty cycle, amp AC, 
amp DC, amp AC+DC, power factor, 
watts, VA, VA reactive, phase, 
temperature °C, temperature °F, dBV, 
dBm into 50Q and 600Q 

CURSOR MEASUREMENTS 

Source Input A or B 

Dual horizontal lines Voltage at cursor 1 and 2, voltage 
between cursors 

Dual vertical lines Time between cursors, voltage 
between markers 

Single vertical line Min-Max and Average voltage at 
cursor position 

ZOOM Up to 8x horizontal zoom 

METER MODE 


Via 4 mm banana inputs. Fully isolated from scope inputs and scope 
ground. The specified accuracy is valid over the temperature range 


18 °C to 28 °C (15 °F to 33 °F). 


Add 10 % of specified accuracy for each 


degree °C below 18 °C or above 28 °C (15 °F to 33 °F). 


MAXIMUM RESOLUTION 5,000 counts 
VOLTMETER RANGES 500mV, 5V, SOV, 500V, 1,000V 
ACCURACY 
VDC + (0.5 % + 5 counts) 
VAC true mms 
15 Hz...60 Hz: = (1 % + 10 counts) 
60 Hz...1 kHz + (2.5 % + 15 counts) 
VAC+DC true mms 
DC...60 Hz: + (1 % + 10 counts} 
60 Hz...1 kHz: + (2.5 % + 15 counts) 
OHMS 
Ranges 5009, 5kQ, 50kQ, 500kO, 5MQ, 
30MQ. 
Accuracy + (0.6 % + 5 counts} 
OTHER METER FUNCTIONS 
Continuity Beeper on < 300 (+ 10Q) 
Diode test Up to 2.8V 
Amps Amp DC, Amp AC, Amp AC+DC 


Temperature (°C, °F) 


Input impedance 
Advanced meter functions 


RECORDER MODE 
SCOPERECORD- 

ROLL MODE 

Source and display 
Memory depth 


Min-Max values 


using an optional current clamp or 
shunt. Scaling factors: 

0.1 mV/Amp ... 100 V/Amp 

With optional accessories. Scale 
factors 1 mV/°C or 1 mV/°F 

1 MQ + 1% // 10 pF + 2 pF 
Auto/manual ranging, relative 
measurements (Zero reference}, 
TrendPlot recording 


Dual input waveform storage mode. 


Input A, Input B, Dual 

27,500 points per input. Each point 
consist of Min-Max pair. 

Min-Max values are measured at 
high sample rate ensuring capture 


and display of glitches. 
Time base range 10 ms/div ... 1 min/div 2 min/div 
Recorded timespan 11 sec ... 15 hrs 30 hrs 
Glitch capture 50 nsec 250 nsec 
| Sample rate 20 MS/s 4MS/s 
| Resolution 400 usec ... 2 sec 4 sec 


Recording modes Single sweep, continuous roll, start 


on external trigger. 

Horizontal scale Time from start, time of day 

Zoom Up to 100x / +8 

Memory Up to 2 dual input ScopeRecordings 
can be saved for later recall and 
analysis. 

TRENDPLOT™ Dual input electronic paperless chart 

RECORDING recorder. Plots, displays and stores 
meter and scope measurements. 

Source and display Input A, Input B and DMM input 

Memory depth 13,500 points record per input. Per 
record point a minimum, maximum 
and average value, and a time and 
date stamp are stored. 

Ranges 10 s/div to 20 min/div in normal 
view mode. 
10 min/div to 24 hour/div in view- 
all mode (overview of total record) 

Recorded timespan Up to 8 days with a resolution of 
1 minute 

Recording mode Continuous roll 

Measurement speed 2.5 measurements per second 
maximum 


Horizontal scale 
Zoom 
Memory 


Time from start, time of day 

Up to 64x zoom 

Up to 2 TrendPlot recordings can be 
saved for later recall and analysis. 
CURSOR MEASUREMENTS - ALL RECORDER MODES 


Source Input A, B or DMM input 

Dual vertical lines Min-Max or Average voltage. Time 
between cursors 

Single vertical line Min-Max or Average voltage. 
Absolute date and time or time from 
start 

GENERAL SPECIFICATIONS 

CASE 

Design Rugged, shock proof with integrated 


protective holster 


Drip and dust proof IP51 according to IEC529 


Shock and Vibration Shock 30g, Vibration 3g according to 
MIL 28800F type III, class 3, style B 

DISPLAY Bright LCD with CCFL backlight, 
35/60 cd/m? without/with power 
adapter 

Size 105 x 79 mm (4.1 x 3.1 inches) 

Resolution 240 x 240 pixels 

Contrast and brightness User adjustable, temperature 
compensated 

MEMORY SAVE AND RECALL 


Scope memories 10 memory locations that each can 
contain two waveforms plus 


corresponding setup. 


Recorder memories 2 memory locations that each can 
contain 100 captured dual input 
scope screens, or a dual input 
ScopeRecord (27,500 Min-Max pairs 
per input), or a dual input Trendplot 
(13,500 Min-Max pairs per input). 

REAL-TIME CLOCK Time and date stamp for 
ScopeRecord, 100 captured screens 
and Trendplots. 

POWER 

Line power Country specific line voltage 
adapter/battery charger included. 

Battery power Rechargeable NiMH (installed) 

Battery operating time 4 hours 

Battery charging time 4 hours 

Battery power saving Auto power down with adjustable 

functions power down time. On screen battery 
power indicator 

MECHANICAL DATA 

Size 256 x 169 x 64 mm 
(10.1 x 6.6 x 2.5 inches) 

Weight 1.95 kg (4.3 Ibs) 


SAFETY 

Compliance EN61010-1 (1993) Pollution degree 2 
UL 3111-1 (1994) 
CAN/CSA C22.2 No.1010.1 (1992) 
ANSI/ISA $82.01 (1994) 

INPUT VOLTAGE RATINGS 

Maximum probe voltage 1,000V CAT II, 6OOV CAT III 


(Maximum voltage 

between 10:1 probe tip 

(VP190) and reference lead) 
Floating voltage 

(Maximum voltage between 

earth ground and any 

terminal (signal input 

or shielding) 
Independently isolated 
inputs 

(Maximum voltage between 

any terminal of one input or 


1,000V CAT II, 6OOV CAT IT 


1,000V CAT II, 60O0V CAT III 


probe (VP190) and any other 
terminal of another input or 
probe (VP190)) 
Maximum voltage on BNC 300V CAT III 
input directly (input A or B) 
Maximum voltage on 1,000V CAT II, 600V CAT III 
meter input 
ENVIRONMENTAL 
Operating temperature 0 °C to +50 °C 
Storage temperature -20 °C to +60 °C 
Humidity 10 °C to 30 °C: 95% RH non 
condensing 
30 °C to 40 °C: 75% RH non 
condensing 
40 °C to 50 °C: 45% RH non 
condensing 


Maximum operating altitude 3,000 m (10,000 feet} 

Maximum storage altitude § 12 km (40,000 feet} 
Electro-Magnetic EN 61326-1 for emission and 
Compatibility immunity 

OPTICALLY ISOLATED PC/PRINTER INTERFACE 

To printer Supports HP Laserjet®, Deskjet®, 
Epson FX/LQ and postscript printers 
via optional PAC 91 

Transfer instrument settings, screen 
images and waveform data, 
compatible with FlukeView® 
software for Windows® via optional 
PM9080. 

3 years 


To PC 


WARRANTY 
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OSCILLOSCOPE MODE 


VERTICAL DEFLECTION 
Bandwidth 


20 MHz at inputs 

20 MHz with BB120 and optional 
PM8918/VP190 10:1 probes 

12.5 MHz with STL120 1:1 test 
leads 


Rise Time 17.5 ns 

Number of inputs 2 

Input coupling AC, DC with ground level indicator 

Input sensitivity 5 mV ... 500 V/div (with included 
STL120 shielded test leads measur 
up to GO0Vims} : 

Vertical resolution 8 bit 

Accuracy + (2% of reading + 0.05 x 
range/div) 

Input impedance 1 MQ + 1% // 225 pF with STL120 
shielded test leads 
1 MQ + 1% // 20 pF + 3 pF with 
BB120 

HORIZONTAL 

Maximum sample rate 1.25 GS/s for repetitive signals 
25 MS/s for single shot 

Number of digitizers 2 

Time base range 20 ns/div ... 1 min/div 

Maximum record length 512 Min-Max points per input 

Accuracy + (0.1% of reading + 1 pixel) 

Glitch detect 40 ns 

DISPLAY AND ACQUISITION 

Display modes Input A, input A and B, envelope, 
smooth 

Acquisition modes Normal, single shot, roll, glitch 
capture (always on) 

TRIGGER AND DELAY 

Source Input A, input B, external via 
optional ITP120 

Modes Automatic Connect-and-View™, 


Connect-and-View™ 


Video triggering 


Time delay 
MEASUREMENTS 


DUAL INPUT METER 


Free Run, Edge, Single Shot, Video, 
Video Line 

Advanced automatic triggering that 
recognizes signal patterns and 
automatically sets up and 
continuously adjusts triggering, time 
base and amplitude. Automatically 
displays stable pictures of complex 
and dynamic signals like motor 
drive and control signals. 

NTSC, PAL, PAL+, SECAM. Includes 
line select 

Up to 10 divisions pre-trigger view 
VDC, VAC, VAC+DC, Vpeak max, 
Vpeak min, Vpeak to peak, 
frequency (Hz), positive pulse width, 
negative pulse width, positive duty 
cycle, negative duty cycle, Amp AC, 
Amp DC, Amp AC+DC, Phase, 
Temperature °C, Temperature °F, 
dBV, dBm into 50Q and 6009. 
(Amps, °C or °F with optional 
probes) 


The specified accuracy is valid over the temperature range 18 °C to 
28 °C (15 °F to 33 °F). Add 10 % of specified accuracy for each degree 
°C below 18 °C or above 28 °C (15 °F to 33 °F). 


Max. meter bandwidth 
vDC 

Ranges 

Max. Resolution 
Accuracy 

VAC RMS 

Ranges 

Max. Resolution 


20 MHz 


500mV, 5V, SOV, 500V, 1,250V 
5,000 counts 
+ (0.5% + 5 counts} 


500mV, 5V, S50V, SOOV, 1,250V 
5,000 counts 


Accuracy 


VAC+DC TRUE RMS 
Ranges 

Max. Resolution 
Accuracy 


OHMS 
Ranges 


Max. Resolution 


1 Hz...60 Hz: +(1% + 10 counts) 
60 Hz...1 kHz: +(2.5% + 15 counts} 
20 kHz...1 MHz (5% + 20 counts) 


500mV, SV, SOV, SOOV, 1,250V 


5,000 counts 

DC ... 60 Hz: (1% + 10 counts} 
60 Hz...1 kHz: +(2.5% + 15 counts) 
20 kHz...1 MHz (5% + 20 counts) 


500Q, 5kQ, 50kQ, 500kQ, 5MQ, 
30MQ 
5,000 counts 


Accuracy + (0.6% of reading + 5 counts) 
CAPACITANCE 

Ranges 50 nF ... 500uF 

Max. Resolution 5,000 counts 

Accuracy + (2% of reading + 10 counts} 
OTHER METER FUNCTIONS 

Frequency Up to 40 MHz 

Continuity Beeper on < 30Q 

Diode test Up to 2.8V 

Amps Amp DC, Amp AC, Amp AC+DC 


Temperature (°C, °F) 


using an optional current clamp or 
shunt. 

Scaling factors: 

0.1 mV/Amp ... 100 V/Amp 

With optional accessories. Scale 
factors 1 mV/°C or 1 mV/°F 


Number of inputs 2 

Input impedance 1MQ + 1% // 10 pF +2 pF 

Advanced meter Auto/manual ranging 

functions TouchHold® 
Relative measurements 
(zero reference} 
TrendPlot recording 

RECORDER MODE 

TRENDPLOT™ Dual input electronic paperless chart 

RECORDING recorder. Plots and displays the 
actual, minimum, maximum and 
average of any measurement. 

Source and display Input A, Input A and B 

Range 15 s/div till 2 days per division 
(automatic) 

Recorded timespan Up to 16 days with a resolution of 
1.5 hours 

Recording mode Continuous with automatic vertical 
scaling and horizontal time 
compression 

Measurement speed 2.5 measurements per second 
maximum 

Horizontal scale Time from start 

GENERAL SPECIFICATIONS 

CASE 

Design Rugged, shock proof with integrated 
protective holster 

Drip and dust proof IP51 according to IEC529 

Shock and Vibration Shock 30g, Vibration 3g according 
to MIL-T28800E, Type II, Class 3, 
Style B 

DISPLAY Bright LCD with CCFL backlight, 
35/60 cd/m? without/with adapter 

Size 72 x 72mm (2.8 x 2.8 inch) 

Resolution 240 x 240 pixels 

Contrast and brightness User adjustable, temperature 
compensated 


MEMORY SAVE 
AND RECALL 
REAL-TIME CLOCK 


2 screens, 10 user setups 


Time and date stamp TrendPlot 
recording 


Intemati 


POWER 

Line power Country specific line voltage 
adapter/battery charger included 

Battery power Rechargeable NiCd (installed) 

Battery operating time Up to 5 hours 

Battery charging time 4 hours 

Battery refresh cycle 8 ... 14 hours depending on 
remaining capacity at start of refresh 
cycle 

Battery power saving Auto power down with adjustable 

functions power down time. On screen battery 
power indicator 

MECHANICAL DATA 

Size 50 x 115 x 232 mm 
(2 x 4.5 x 9.1 inches) 

Weight 1.2 kg (2.5 lb.) 

SAFETY 

Compliance EN61010.1 (1993) Pollution degree 2 


UL3111-1 (1994) 
CAN/CSA-C22.2 No. 1010.1 (1992) 
ANSI/ISA $82.01 (1994) 

INPUT VOLTAGE RATINGS 


Maximum input voltage 600V CAT III 
(Maximum voltage between 
input and reference lead) 

Floating voltage 600V CAT II 


Maximum voltage between 
earth ground and any terminal 
(signal input or reference lead} 


To protect your instrument and —more 
importantly— yourself, choose a test tool that can 
withstand the electrical hazards present in the 
environment in which you plan to use it. 
EN61010 establishes intemational safety 
requirements for electrical measurement 
equipment. It separates the various electrical 
environments into installation categories based 
on the danger from high voltage-energy 
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Maximum voltage between Instrument has common grounds 

reference leads connected via selfrecovering fault 
protection. For different ground 
potential measurements between 
inputs use DP 120 differential voltage 


probe. 
ENVIRONMENTAL 
Operating Temperature O°C to +50°C 
Storage temperature -20°C to +60°C 
Humidity 10°C to 30°C, 95% RH non condensing 


30°C to 40°C, 75% RH non condensing 
40°C to 50°C, 45% RH non condensing 
Maximum operating altitude 2,000m (6,500 feet) 
3,000m (10,000 feet} voltages < 
400V 
12 km (40,000 feet) 
Emission EN50081-1 
(ENSS022 and EN60555-2) 
Immunity EN50082-2 
(IEC 1000-4-2, -3, -4, -5) 
OPTICALLY ISOLATED PC/PRINTER INTERFACE 
To printer Supports HP Laserjet®, Deskjet®, 
Epson FX/LQ and postscript printers 
via optional PAC91 
To PC Transfer instrument settings, screen 
images and data, compatible with 
FlukeView® software for Windows® 
via optional PM9080. 
3 years 


Maximum storage altitude 
Electro-Magnetic 


Compatibility 


WARRANTY 


transients. To choose the right tool the voltage 
tating alone does not determine the safety. It is 
the combination of voltage rating and installation 
category that determines maximum transient 
withstand capability of the tool. CAT Ill rated 
insttuments are recommended for measurement 
on indusirial power distribution systems. 


© Fluke ScopeMeter test tools come standard with a complete accessory 


Three phase at utility connection, any outdoors conductors (under _1,000V) 


Three-phase distribution (under 1,000V}, including single phase commercial 


Single-phase receptable connected loads 


Overvoltage 
Category Summary description 
CAT IV* 
CAT III 
lighting and distribution panels 
CAT II 
[CAT I Electronic 
Ordering Information 
FLK-192 Fluke 192 ScopeMeter (60 MHz) PLK-123 
FLK-192S Fluke 192 ScopeMeter (60 MHz) with SCC190 kit FLK-1238 
FLK-1963 Fluke 196 ScopeMeter (100 MHz) S8CC120 
FLK-196S Fluke 196 ScopeMeter (100 MHz) with SCC 190 kit 
FLK-199 Fluke 199 ScopeMeter (200 MHz) 
FLK-199S Fluke 199 ScopeMeter (200 MHz) with SCC190 kit 
SCC 190 Software - Cable - Case kit for Fluke 190 Series 


test leads, ScopeMeter 190 Series comes with probes, probe accessories and multimeter test leads. 
© SCC kit includes: Hard-shell carrying case, optically isolated RS-232 interface cable, and FlukeView® for Windows® software. 


Fluke 123 Industrial ScopeMeter 
Fluke 123 Industrial ScopeMeter with SCC120 kit 
Software - Cable - Case kit for Fluke 123 


package including line voltage adapter, and battery pack (installed). ScopeMeter 123 includes the shielded 


Accessories 


Standard accessories: 


190 Series 123 


Rechargeable battery pack (installed) BP190 BP120 
Line voltage adapter / battery charger BC190 PM 8907 
Two probes, red & gray VP190-R & VP190-G = 
Two shielded test-leads, red & gray = STL120 
Test lead, black _- (*)) TL7S 
Two hook clips, black - (FI HC120 
Three alligator clips - (*2) AC120 
Shielded banana to BNC adapter BB120 
Probe accessory Set, red & gray AS190 - R/G (*2) 


User's manual 


9 language 


13 language 
versions versions 
Optional accessories and replacements: (*3) 
Safety designed oscilloscope probes 


Differential voltage probe DP 120 DP120 
| Optically isolated trigger probe ITP 120 


10:1 Voltage probe red or grey 


VP190-R or VP190-G (*4) _ 


Probe accessory set red or grey 


AS190-R or AS190-G (*4) 


Probe replacement set RS190 
Safety designed test leads 
Hard point right angle test lead set TLIS 
Test lead set TL20 
Hook clips for use with TL75 & STL120 HC120 
Alligator clips for use with TL75 & STL120 AC120 
Pin-grabber test clips for banana plug AC83 
Large jaw alligator clips for banana plug AC85A 
Hook style clips for banana plug AC80 
Alligator clips for banana plug AC20 
| Industrial test probes for banana plug TP20 
Electronic test probes for banana plug TP80 
Test probe flat blade for banana plug TP1 
Test probe 2mm for banana plug TP2 
Test probe 4mm for banana plug TP4 
Current probes 
AC/DC current probe 50mA to 100A 80i-110s (*4) 
AC current probe 0.1A to 1,000A 80i- 1000s (*4) 
Flexible AC current probe 1A to 2,000A i2000flex (*4) 
AC current probe 1A to 3,000A i3000s (*4} 
AC current probe 1A to 200A i200s (*4) 
Current shunt 4-20mA CS20MA 
Temperature probes 
Universal temperature probe 80T-150U 
Thermocouple module 8OTK 
Infrared temperature probe 80T-IR 
Cables and adapters 
Printer adapter cable PACY1 
Optically isolated RS-232 adapter/cable PM 9080/001 (*6) 
Dual banana plug to female BNC adapter PM 9081/001 
| Dual banana jack to male BNC adapter PM 9082/001 
1.5m 50Q coaxial BNC cable PM 9091/001 
Male BNC to female BNC adapter PM 9093/001 
Protective cases 
Software cable case package SCC190 (*5) SCC120 (*5) 
Hard carrying case C190 (*6) C120 (*6) 
| Soft carrying case C195 C125 
| PC software 
FlukeView software for Windows® | SWS0W/033EFG (*5) 


(*1) Probe accessory VP190 set includes test leads, hook clips. (*2) The Fluke 196 and 199 include red 


and grey probe, accessory set AS190, with 4 heavy duty alligator clips. (*3) This is a selection of a 


broader range of optional accessories that support ScopeMeter products, for information on additional 
available accessories, contact your Fluke distributor. (*4) Connects to BNC, for connection to Fluke 123 
input use BB120. (*5) Software Cable Case Package includes RS-232 cable, FlukeView software & hard 


carrying case. (*6) Included in SCC package. 
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